
CALIFORNIA REGIONALWA'rER QUALI'ry CONTROL BOARD
SA.N FHANCISCO BAY HEGION

OHDEH NO. 85-59

WASTE DISCHARGE REQUIREMENTS FOR~

U. S. AHMY CORPS OF ENGINEERS (SAN FRANCISCO DISTI, IC'r) ,
MARIN COUNTY FLOOD CONTROL AND WA'rEH CONSERVATION DIS'rRICT,
ROBERT THOMPSON AND TISCORNIA ESTATE COMPANY,
DREDGE MATERIAL DISPOSAL, LARKSPUR, MARIN COUNTY

The California Regional Water Quality Control Board, San
Francisco Bay Region (the Board) finds that:

1. The U. S. Army Corps of Engineers, San Francisco District
(the discharger) submitted a Report of Waste Discharge dated
March 21, 1985.

2. The discharger proposes to redredge the Corte Madera Creek
Flood Control Channel between the creek mouth and the
northern boundary of the College of Marin, a distance of
about 3.4 miles. The purpose of the dredging project is to
restore the capacity of the flood control channel for Corte
Madera Creek. The channel, originally dredged in the period
1968-1972, has experienced siltation in the lower reaches
and culvert blockages elsewhere. The overall project would
restore dredged, channel contours in Unit 1, Unit 2 and part.
of Unit 3 of t.he channel.

3. Of the estimated 450,000 cubic yards of dredged sediment,
t.he discharger proposes to place up to 160,000 cubic yards
on an upland disposal site adjacent t.o the creek. (The
remainder would be transported to an approved aquatic
disposal site for disposal). A hydraulic suction pipeline
or clamshell barge would be used to remove dredged sediments
and transport them t.o the upland site. The site will be
diked to ret.ain dredged mat.erials. Effluent from t.he
disposal sit.e will be cont.rolled by weirs at. five locat.ions
and discharged t.o a small slough 200 t.o 400 feet. south of
Cort.e Madera Creek (Attachment. A). Overflow will be
discharged at. a maximum rate of 1.9 million gallons per day
(MGD) .
























